GOLDEN GATE BRIDGE SEISMIC RETROFIT PROJECT

South Waduct

Installisdatas, redace tawersard
bracing members, add coverplates,
stngthenfoundation, replace
exparsion joints, close ded joints

Saddle y
Stengthenand III[E'—“Lﬂu N

immobilize f l | N

saddlelceble Rt N

connedion // \lﬁ i ’ L \\

] N N
A1 \\ Main Cables \\  NorthViaduct
ions2 P <7 \  Installisdatas, reae ard add
lon ) some bracirg menbes, replace

Stngthenwithsteelplaes, ’ ‘;\‘/ :Zsl;znder towers, add cover pldes
intenallyand extanally and TN P sti|rgthen foundation,
anchor to bedrock N

redaceexpansionjoints,
close radvayjoints

N \4 |

Pylon N1 North Anchorage

'

Stiféning Tusses
Replae some kteral
bradng, strengthen
connections

220 ft. Ingtall stifferers,
to water  strergthen
connections

==« Concrele Fender Pier Tower Housin,
. h g
Souts Anshorage Howding . ;‘g;jg{ ; rt‘l iﬁg’g?ﬂy Repace patiors of cub ﬁr;ipgtrgzr;;véth 746 ft. tal esirfgrrgltlysv?th ifﬁg&-ﬂ%b’
ST, e A 3 T4 EEE e
ard portions of east wall, %?:;eﬁtﬁfggﬁgson .;ide Span 1,125 ft. irt Main Span bedrock
s trgthenfourdaian s“m.dhe”me"be”sa”d ﬁ el eREa s Suspension Span 6,450 ft ot ﬁ
modify beaings Install darrpers at tbwes ér‘d
pylons, strengthen stiffering trusses
Phase1l: North Viaduct Retrofit Retrofit Completed December 2001
Phase2: South Viaduct, Fort Point Arch Retrofit Started Summer 2001, Scheduled for Completion 2006
Phase 3A: North Anchorage Housing Retrofit Construction starts 2006, 3.5 years to Complete
Phase 3B: Main Span and Tower Retrofit Construction starts 2008, 3.5 years to Complete
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